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715. 


Locomotives. 


Tentative Revision of the Standard Specifications for Lap-Welded and Seamless 
Steel Boiler Tubes for —, 981. 


Tentative Revision of the Standard Specifications for Wrought-Iron Rolled or 
Forged Blooms and Forgings for — and Cars, 984. oe 
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_ Petroleum Products and —. Report of Committee D-2, 416. 


Tentative Revision of the Standard Methods of Testing — (Specific Gravity, 
Free Acid, Carbon Residue, Viscosity), 991. 
Lubricating. 
Suggested Method of Test for Modified Resistance to Emulsification Number 
_ of — Oils. Report of Sub-Committee XI, Committee D-2, Appendix, 437. 


M 
Macadam. 
Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
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Tentative Specifications for Asphalt Cement, 70 to 90 Penetration, for Use in 
Asphalt — Pavements, 797. 
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Malleable Castings. 
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Oil, Oils. 
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Committee D-2, Appendix, 427. 

Suggested Method of Test for Modified Resistance to Emulsification Number 
of Lubricating —. Report of Sub-Committee XI, Committee D-2, Appendix 
437. 
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—, 777. 
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Tentative Specifications for Quicklime and Hydrated Lime for Use in the 
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Paving Brick. 
Tentative Revision of the Standard Specifications for —, 986. 

Paving Materials. 

Road and —. Report of Committee D-4, 452. 
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Sheet Asphalt and Asphaltic Concrete —, 794. 
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Tentative Revision of the Standard Specifications for Clay Sewer —, 986. 
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Pipe (Continued): 
Tentative Revision of the Standard Specifications for Welded Wrought-Iron —, 
983. 
Tentative Specifications for Brass —, Standard Sizes, 657. - 
Tentative Specifications for Copper —, Standard Sizes, 653. 
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Tentative Specifications for Coal-Tar — for Stone Block Filler, 800. 
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Tentative Specifications for Creosote Oil for Priming Coat with Coal-Tar — in 
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Papers and —. Report of Committee E-6, 536. 
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Tentative Specifications for Rubber —, 944. 
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Tentative Methods of Chemical Analysis of Limestone, — and Hydrated Lime, 
715. 
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Lime Products, 728, 

Tentative Specifications for — and Hydrated Lime for the Manufacture of 
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Tentative Specifications for — and Hydrated Lime for Use in the Cooking of 
Rags for the Manufacture of Paper, 697. 
Tentative Specifications for — and Hydrated Lime for Use in the Manufacture ”* 
of Sulfite Pulp, 699. ' el) 
Tentative Specifications for — and Hydrated Lime for Use in the Textile 
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Tentative Specifications for — for Structural Purposes, 688. 
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Tentative Specifications for — Insulating Tape, 934. 
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Sampling (Continued): 
Tentative Method of — Bituminous Materials Shipped in Barrels or Drums, 890. 
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Tentative Revision of the Standard Methods of Laboratory — and Analysis of 
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Tentative Revision of the Standard Specifications for Welded and — Steel 
Pipe, 981. 


Tentative Specifications for Lap-Welded and — Steel and Lap-Welded Iron 
Boiler Tubes, 553. 
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Tentative Methods of Test for Momentary Dielectric Strength of — Insulating 
Materials, 897. 
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Tentative Method of Mechanical Analysis of Subgrade —, 803. 
Soya Bean Oil. 
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Acid, Carbon Residue, Viscosity), 991. 
Spikes. 
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Method of Application of Paint by —. Report of Sub-Committee XXII, 
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XIV, Committee D-1, 382. 
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” Report of Sub-Committee V, Committee D-2, 423. 
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